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XX SEE NOTE ON SPECIFICATION SHEET FOR CABLE GROUPS, MATERIAL, FINISH CODES AND MOUNTING HOLE SIZE
∗ 1 indicates gold plating, -7 indicates nickel plating
Bulkhead models are designed for use with .093” max thick panel.

MALE TO MALE
ADAPTER

FEMALE TO FEMALE
TO FEMALE ADAPTER

FEMALE TO MALE TO FEMALE
ADAPTER

MALE TO MALE TO FEMALE
ADAPTER

MALE TO FEMALE TO
MALE ADAPTER

6237-∗

6234-∗

6254-∗ 6253-∗

6229-∗ 6236-∗
FEMALE TO FEMALE

ADAPTER

SMB RESISTIVE TERMINATIONS,
INTRA SERIES ADAPTERS, &

PRINTED CIRCUIT BOARD CABLE TERMINATIONS

6228-∗
MALE TO MALE TO MALE

ADAPTER
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6255-∗
Available with Offset Bracket Available with Offset Bracket

Available with Offset Bracket Available with Offset Bracket

Available with Offset Bracket

MALE TO FEMALE TO FEMALE
ADAPTER

FEMALE PLUG RESISTIVE
TERMINATION

MALE JACK RESISTIVE
TERMINATION

6005F-51-∗ 6005M-51-∗
BULKHEAD MALE TO

MALE ADAPTER

6243-∗

P.C. BOARD TERMINATIONS
6167-XX-∗

STRAIGHT CABLE
TERMINATION

Clamp or Solder Type

6266-XX-∗
RIGHT ANGLE

CABLE TERMINATION

Clamp or Solder Type

8466-XX-∗
RIGHT ANGLE

CABLE TERMINATION

Crimp Type

8367-XX-∗
STRAIGHT CABLE

TERMINATION

Crimp Type

Available with Offset Bracket

(51 Ohm, 0.5W, 5%) (51 Ohm, 0.5W, 5%)

 CMS (SLIDE ON) FOR FLEXIBLE & SEMIRIGID
CABLE, BULKHEAD & PRINTED CIRCUIT BOARDS

STRAIGHT MALE
CABLE JACK

RIGHT ANGLE MALE CABLE
JACK COMPRESSION FITTING

                    STRAIGHT MALE
CABLE JACK

RIGHT ANGLE MALE CABLE
JACK

9822-XX-∗ 9862-XX-∗ 9882-XX-∗ 9885-XX-∗

Crimp Type Crimp Type
Clamp for Flexible Cable

Solder/Clamp for Cable Groups 30 & 31
Clamp for Flexible Cable

Solder/Clamp for Cable Groups 30 & 31

RIGHT ANGLE MALE
JACK RECEPTACLE

9831-∗9840-∗
STRAIGHT MALE

JACK RECEPTACLE

9830-∗
STRAIGHT MALE

JACK RECEPTACLE

9825B-∗
STRAIGHT MALE CHASSIS JACK

RECEPTACLE
SOLDER POT CONTACT

9886-XX-∗
RIGHT ANGLE FEMALE

CABLE PLUG

9824-XX-∗
STRAIGHT MALE BULKHEAD

CABLE JACK

9826-XX-∗
RIGHT ANGLE FEMALE

CABLE PLUG

9884-XX-∗
STRAIGHT MALE BULKHEAD

CABLE JACK

9887-XX-∗
RIGHT ANGLE MALE

BULKHEAD CABLE JACK

9823-XX-∗ 9883-XX-∗
STRAIGHT FEMALE

CABLE PLUG
STRAIGHT FEMALE

CABLE PLUG CRIMP FITTING

Nut in Front of Panel Nut Behind Panel

Crimp Type Crimp Type

Crimp TypeCrimp Type

Clamp for Flexible Cable
Solder/Clamp for Cable Groups 30 & 31

Clamp for Flexible Cable
Solder/Clamp for Cable Groups 30 & 31

Clamp for Flexible Cable
Solder/Clamp for Cable Groups 30 & 31

XX SEE NOTE ON SPECIFICATION SHEET FOR CABLE GROUPS, MATERIAL, FINISH CODES AND MOUNTING HOLE SIZE
∗ 1 indicates gold plating, -7 indicates nickel plating
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9827-XX-∗
RIGHT ANGLE MALE

BULKHEAD CABLE JACK -
COMPRESSION FITTING

Clamp for Flexible Cable
Solder/Clamp for Cable Groups 30 & 31




